abesco Material Safety Data Sheet

Product Name: Abesco CT 120 Cable Transit
Product Desc.: Steel shell with graphite based Intumescent.
Abesco LLC
Unit 325
Supplier: 9561 Satellite Blvd
Orlando
FL 32837
Telephone No.: +1 407 851 3300

Emergency Telephone No.: +1 407 851 3300

Ingredients CAS OSHA PEL NIOSH REL

None as defined by OSHA Hazard Communication
Standard 29 CFR 1910.1200.

N/A
N/A

N/A
Insoluble.

This product does not support combustion.

N/A

Fire conditions will activate product causing intumescence to occur.

Not a respiratory irritant.

Graphite based component — Wash with soap and water. If irritation occurs, seek medical
attention.

N/A.
Not a potential route of exposure.

N/A
Not required, however, safety glasses should be worn in most industrial settings.
None required although gloves recommended.

None required.

Follow installation instructions.
Store in a cool dry place.
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_ Stable

None

None Known
CO, CO2
Will not occur

This product is considered to be an “article” as defined in the federal OSHA Hazard
Communication Standard.

Not regulated.
Not regulated.
Not regulated.

Chemical components listed on TSCA inventory.
This product is classified as an “article” and is not subject to reporting under Section 313
of SARA Title Ill.

This information is based upon present knowledge and current legislation. It provides guidance on health, safety and environmental
aspects of the product. The user remains responsible for the suitability of products for any particular application.
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